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w

Plasters and Screeds .3

The products for the application in plasters, renders and screeds are primarily used for reducing and avoiding shrinkage cracks (due to the expansion
because of pore building). Additionally they are applied in formulations for restauration - and insulating renders to create a target pore structure.

Aluminium Powders - wettable

o " s *1 R
Product Name Particle Sized,, *! || Particle Sized,, Bulk Dens;ty
[um] [um] [g/cm’]

7002 ~ 170 ~ 300 0.23-0.29
7004 ~ 85 ~ 175 0.16-0.21
7009 ~ 40 ~ 95 0.11-0.15
7110 ~ 35 ~ 85 0.10-0.14
7112 ~ 30 ~ 70 0.11-0.15
7114 ~ 28 ~ 60 0.10-0.14
7210 ~ 45 ~ 70 0.11-0.15
7213 ~ 30 ~ 50 0.14-0.18
77213 ~ 20 ~ 50 0.14-0.18
77004 ~ 710 ~ 145 0.16-0.21
77007 ~ 60 ~ 130 0.16-0.21
77009 ~ 40 ~ 95 0.15-0.19
77010 ~ 25 ~ 65 0.13-0.17
77012 ~ 23 ~ 60 0.13-0.17
77013 ~ 22 ~ 52 0.12-0.16
77014 ~ 21 ~ 48 0.11-0.15
87007 ~ 65 ~ 120 0.12-0.16
87010 ~ 35 ~ 65 0.11-0.15
87012 ~ 28 ~ 55 0.12-0.16
87013 ~ 25 ~ 45 0.13-0.17
87014 ~ 23 ~ 45 0.11-0.15

All powders are available in reaction-delayed versions and are available as DEG-Pastes.

Test Methods: *1AQSB-044 *2AQSB-001

Data in this publication is based on careful investigations and is intended for information only. All information shall not be binding, shall carry no warranty as to certain
ingredients, as to the fitting for a special purpose, as to the merchantability, or as to the industrial property rights of third parties. Any and all users are obliged to carry
out tests on their own authority as well as to check the suitability and the danger of the respective product for a particular application. SCHLENK assumes no liability
in this regard; neither to the exactness nor to the completeness of the data. We apply our General Sales Conditions to be found on www.schlenk.com. CS 04/2026
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Plasters and Screeds ..

Aluminium Powders - not wettable

Particle Size d,, *! Particle Size d,, ** Bulk Density *2
fum] [um] [g/cm’

76004 ~ 65 ~ 135 0.10-0.20
76007 ~ 50 ~ 110 0.17-0.23
76010 ~ 30 ~ 70 0.14-0.18
76011 ~ 25 ~ 65 0.13-0.17
76013 ~ 22 ~ 50 0.13-0.17
76014 ~ 21 ~ 48 0.12-0.16
86013 ~ 22 ~ 45 0.13-0.18

All powders are available in reaction-delayed versions and are available as DEG-Pastes.

Calcium Carbonate Compounds

Product Name Aluminium Content x | Particle Sized,,*!  |Blaine/ Water Coverage *5
[%] [um] [g/em’]

CaC03/7004/x 10/20 ~ 85 min. 7000
CaC03/7114/x 10/20 ~ 28 min. 22 500
CaC03/77004/x 10/20 ~ 70 min. 7000
CaC03/77009/x 10/20 ~ 40 min. 13 000
CaC03/77014/x 10/20 ~ 21 min. 19 000
CaC03/76004/x 10/20 ~ 65 min. 3500

CaC03/290/x 10/20 ~ 10 min. 35000
CaCO03/290R/x 10/20 ~ 10 min. 35000
CaCO3/U290XR/x 10/20 ~ 10 min. 35000
CaCO3/260R/x 10/20 ~ 25 min. 18 000
CaC03/260XR/x 10/20 ~ 25 min. 18 000
CaCO3/U320R/x 10/20 ~ 55 min. 8000

Other compounds are possible.

Test Methods: *1AQSB-044 *2AQSB-001 *5AQSB-010/014

Data in this publication is based on careful investigations and is intended for information only. All information shall not be binding, shall carry no warranty as to certain
ingredients, as to the fitting for a special purpose, as to the merchantability, or as to the industrial property rights of third parties. Any and all users are obliged to carry
out tests on their own authority as well as to check the suitability and the danger of the respective product for a particular application. SCHLENK assumes no liability
in this regard; neither to the exactness nor to the completeness of the data. We apply our General Sales Conditions to be found on www.schlenk.com. CS 04/2026
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[

Plasters and Screeds .

Aluminium Flitters

Aceton Extract ** ] Active Metal Content ** Bulk Density *2 Particle Size Range

Product Name [%] [%] [g/em?] il

0/150 max. 0.6 min. 92 ~0.15-0.25 0 - 150
0/300 max. 0.6 min. 92 ~0.20-0.35 0 - 300
150/300 max. 0.6 min. 92 ~0.20-0.40 150 - 300
300/600 max. 0.5 min. 92 ~0.15-0.40 300 - 600
600/1000 max. 0.5 min. 92 ~0.25-0.45 600 -1000

Data in this publication is based on careful investigations and is intended for information only. All information shall not be binding, shall carry no warranty as to certain
ingredients, as to the fitting for a special purpose, as to the merchantability, or as to the industrial property rights of third parties. Any and all users are obliged to carry
out tests on their own authority as well as to check the suitability and the danger of the respective product for a particular application. SCHLENK assumes no liability
in this regard; neither to the exactness nor to the completeness of the data. We apply our General Sales Conditions to be found on www.schlenk.com. CS 04/2026
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